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HOW TO USE SOLARI 

HEAT EXCHANGER & 

BOILER SCALE REMOVER 

IN A RADIATOR 

This product is a very good product to use for 

the removal of rust and scale from radiators of 

all sizes, ranging from car radiators through to 

large mining trucks, cranes and similar. 

There are a couple of steps that need to be 

taken to ensure a very good result.  Carefully 

follow the steps below: 

 

1) Disconnect the radiator from the engine.  Disconnect all hoses, including any 

bypass hose.  It is VERY IMPORTANT not to allow the product to enter the 

engine block or head to ensure possible leaks are not caused through the 

removal or rust or scale within the engine.   

2) Ensure the radiator is drained of water and coolant and give the radiator a 

quick flush to remove any loose scale that may be sitting inside it.  Capture 

the scale and waste water and dispose of correctly 

3) Place bungs in the top and bottom radiator hose connections and the bypass 

hose connection 

4) Fill the radiator with Solari Heat Exchanger and Boiler Scale Remover, filling 

to the top of the radiator.  Do not dilute.  Take care when getting close to the 

top.  Overflow will not harm the environment but will waste your money. 

5) Allow the product to remain in the radiator for a minimum of three hours.  

Longer is best if this can be done.  The dwell time needed to fully clean the 

radiator is dependent on the amount of rust and scale that exists and will be 

different from one radiator to another.  Larger radiators may need longer. 

6) Drain the product from the radiator by releasing the bung at the bottom 

radiator hose.  Capture this product in a container 
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7) Inspect the radiator to determine if additional cleaning is required.  If 

additional cleaning is desired, strain the drained product to remove rust and 

scale and reuse by pouring back into the radiator.  Product may be reused 

until it starts to crystallise, at which stage is needs to be replaced with new 

product 

8) Flush any remaining product, rust and scale out of the radiator with water 

from a hose.  DO NOT use a pressure wash as damage to the radiator may 

occur 

9) Connect the radiator to the engine, fill with water and coolant and bring the 

vehicle back to duty. 

 

Notes on the product: 

The product arrives ready for use - do not dilute.  Where possible conduct a small test to determine 

treatment time dependent on the amount of scale to be removed.  

Solari Heat Exchanger and Boiler Scale Remover can be pumped into the unit to be treated and allowed to 

stand for up to 3 hours.  Solution can then be removed, and results inspected for the desired level of 

cleanliness.  If satisfied, flush out with clean water.  Drained solution can be filtered and reused until 

efficacy is lost.   

To reuse, solution should be filtered through a 4-micron filter to capture removed rust and scale.  Will not 

damage or remove existing substrates.  Will not damage rubbers or seals.  Will not remove paint.  Number 

of times the product is re-usable will vary due to individual circumstances where product is used. 

PRODUCT IS NON-TOXIC and BIODEGRADABLE.  NO 

HAZARDOUS AIR POLLUNTANTS.  NO TOXIC AIR 

POLLUTANTS.  NO VOLATILE ORGANIC COMPOUNDS 

Further information 

https://solariwater.com.au/shop-online/ 
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